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Summary

The Shipdex Protocol

=

Adavantages and howo
implement

Use of Shipdex data (live demg
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My most recent jobs:

U SpecTec Group (2 years).

o

Integrated Logistic Support (ILS) manager

o LOGFEfAFY NBLINBaSyualadAdS a0 a{mnnnb5mnu
o { KALIRSEu tNRG202f ¢SOKYyAOIFf al yl 3S
U Fincantieric Naval Department (5 years):

o IT manager at ILS Department
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A ltalianCNB Yy OK al 2NAT 2y CNRA3Il GS&aé¢ LINR2SC
A ltalianDSNXFYy &' HMH! &dz Y NAYySaé LINR2SC
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The Shipdex Protocol

0 { KALIRSEun A& GKS LYUSNYIGAZY

0

0

02 0S |[LIWEASR G2 {mMnnn5u Aa
production and the exchange of technical data within the
shipping community

The scope of The Protocol is to cover the data exchange
related to the informatiorcurrently supplied in the form of
Technical Manual®n paper or in electronic format)

{ KALIRSExn lfft26a (G2 SEOKI y3S
standardized format (XML). This means that it can be
Implemented by anyone on different Information

Technology systems

The collection of technical data for a given product is called
 KALIRSE® RI G &S
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The Shipdex Protocol
Shipdex A& | RRNBaaSR 02

0 Manufacturer& G2 ONBFGS U0KS { KALJR
data) to be exchanged
Shipyard€ 02 YIyl 3S aaKALI O2y TA.
Shipowners, to importtechnical data into their Information
Systems

U IT companiesto improve their Information Systems to manage
Shipdex datasets

u Classification Societiegvhy not ?)
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The Shipdex Protocol
{ KALIRSEux A& RSTAYSR o0& (KS
0¢ K$ K& LIRBusSimess Rulés RSTFAYySa |ttt (KS
rules. This document should be used by:

w Commercial Department managers to prepare data exchange
contracts

w Technical Documentation Department managers to organize
internal processes

Wt SOKYAOIf | dzil K2 NBA datsedsBlbpyhant S
stage
0¢K$ Kda LIR Bitimg Ruleg LINR OARSA& RSTAYAG
dzaAy3a GKS - a[ datased RiBthetivBting{rfes &R S E
supplied, accompanied by detailed examples, to support Technical
| dzii K2 NB R dzNR gathsetsdé\@lopmé&nt stageS E u
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The Shipdex Protocol

CONTRACT DECISIONS

BUSINESS RULES
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The Shipdex Protocol

0 A{ KA LIRS E uis cBriptiskedtoStiiie followinpformation
Sets

o Description and operation: descriptive and operational
iInformation

o Maintenanceprocedure maintenanceasksinformation
o Troubleshooting troubleshootinginformation
o lllustrated parts data: sparepartsinformation
o ServiceBulletin: changesnformation (to be completed)

0 Every { KA LIRiSdemation set is governed by specific
S100D 2.3 XMLschemas
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The Shipdex Protocol

U Datasets produced by different manufacturers have the
same standardized structure and contain the same
Information typologiesgame quantity and quality of dafa

U Datasets are developed in XML language (true databases)
and contain only technical information (content separated
from the layout)

U Datasets layout is automatically generated applying style
sheets for paperddf) and/or video representation

U Datasets produced by different manufacturers will have the
same layout, based on the selected style sheet
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Datasets
<csn csn="A1-51-901-0?.—022 "ind="1" item="022 ">
<isn isn="00A">
<gna=01=/gna= o l
S, <mfe>D9524</mfc>
<pnr=P90151-0214-022=/pnr= Sty|e Sheet

<pas>

=dfp=Name plate=/dfp>
<uoi=pc=/uoi=
=pcs uom="pc"=

-0 4

<ces>
<grv=</srv=
<smre</smr></ces></isn></cen=

<esh csn="A1-51-901-02 -046 " ind="1" item="046 ">
<isn isn="00A">

<gna=01</gna=

=mfc>=D9524=/mfc>

<pnr=P90151-0214-046</pnr=

<pas=>

=dfp=Grinding tool, exhaust valve seat=/dfp>
=uoi=pc=/uoi>

=pcs uom="pc">
<qui>01=/qui>=/pcs>=</pas>

<ces>

<srv=</srv=
<smr=</smr=</ces></isn==/csn>

Just one layout

O
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